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Easy Installation Installation requirements for the Atwood 2-Stage Furnace are the same as for all

8500 series furnaces. No special installation requirements mean that the Atwood 2-Stage Furnace

can be installed as a replacement to Atwood’s popular 8500 Series in the aftermarket.  

Unique 2-Stage System Set the temperature, turn the thermostat on
“automatic” and let the furnace take over! During cold start-ups,
the furnace operates on High BTU, High Fan for quick, quiet warm
up. Then, when the temperature is reached, the furnace automati-
cally switches to Low BTU, Low Fan to maintain the comfortable
environment you want. It’s quiet, efficient, and you conserve energy.

Self Diagnostic Capability The new Atwood 2-Stage Furnace is designed for long life
but if you ever need service, it’s made easier with built in self-diagnostics. A flash-
ing L.E.D. indicates a variety of troubleshooting diagnostics, including low or
improper voltage input, ignition failure, open limit switch, stuck air proving switch,
and module failure. Serviceability is made easier for possible time and money savings.

New Advanced Digital Thermostat Standard with the Atwood 2-Stage
Furnace is an innovative digital thermostat that provides 13 heat-
ing/cooling functions. This advanced design can even control both
the furnace and roof top air conditioner.

A RA Revolvolututiononary y New New 2-Stage Fururnace�
 Forged by Atwood Mobile Ptwood Mobile Products

Atwood furnaces have long been the most widely used furnaces in�

the recreation vehicle industry. However, we still continuously�

 re re-forge our forge our products using the products using the latest technologies test technologies to to add dd or or improve�improve�

  product features. Today, Atwood is proud to present a patent-�

   pending system which combines a revolutionary new 2-stage�

    furnace with the control of a Digital Thermostat—the Excalibur XT.™



Furnace Size Specification* 2334 & 1522

Excalibur XT Furnaces

BTU/Hr Rate
     Low 23 = 23,000
     High 34 = 34,000

Voltage
     DC = 12V

Type Gas
     LP = Propane

Gas Connection Size
     63/8"

23 34 DC LP6Model
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CRITICAL
RANGE Low Fan

High Fan

2-Stage Heating Conserves Fuel and 
Reduces Noise for Quieter Nights!

Required Clearance
Minimum Required Clearance to Floorboards*   
Walls & Similar Combustible Building Materials

2334 & 1522 2540
in mm in mm

Top & Sides 1/2 12.7 5/8 12.7

Rear 1 25.4 1/2 12.7

Bottom 3/16 4.76 3/16 4.76

Side Ñ Ñ 1 25.4

Ducts** 1/4 6.35 1/4 6.35

FURNACE  S I ZE  SPEC IF ICAT ION*  2540

Dimension Furnace Size Cutout Size

in mm in mm

Width 161/2 419 191/2 495

Height 91/8 232 9 7/8 251

Length 23 1/2 597 Ñ Ñ

Return Air 80 in2 516 cm2

The New Atwood 2-Stage, Excalibur series furnace has been
designed to be more efficient and quieter with a new burner
and blower assembly. The new design has minimized the air tur-
bulence in the blower housing.This removed the annoying fre-
quency spikes, (see graph) and the overall noise with an
increase in the airflow.

Excalibur XTTM Furnace Selection Guides
EXCAL IBUR  2 -STAGE FURNACE

Input BTU hr Gas Electronic Electrical Amp Draw Unit Weight Shipping Weight
Model

low high Type Ignition D.C. low high lbs kg lbs kg

1522 15,000 22,000 LP � 12 volts 3.0 6.5 30 13.6 33 14.97

2334 23,000 34,000 LP � 12 volts 5.0 11.2 30 13.6 33 14.97

2540 25,000 40,000 LP � 12 volts 7.2 15.7 39 17.69 46 20.86

Dimension Furnace Size Cutout Size

in mm in mm

Width 161/2 419 17 432

Height 73/8 187 7 1/2 190.5

Length 18 457 Ñ Ñ

Return Air 65 in2 419 cm2
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